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This Mounting & Maintenance Manual is prepared for
"Tilt & Turn Systems" users and application firms.
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SP101-1(15.5)
SP101-2 (15.5)
SP101-3 (15.5)
SP101-4 (15.5)

(15.5)

SP101-5(15.5

MK 104 - 0
MK 104 - 1
MK 104 - 2
MK 104 -2 K
MK 104 - 3
MK 104 - 4
MK 104 - 5

0K105-0
0K 105 - 00
0K 105 -1
0K 105-2
0K105-3

KH 102
KH 112

AK 103

HKE 119

KM 111 -9/13
MN 117

KP 121

HM 126 - 3
HM 126 - 6

SM118-3
SM118-6

DDK 3XXX

KK 3XXX
HKK 3XXX

0K125-1/K
0K 125-1
0K125-2
0K 125 -2/K

T/T Espagnolette 450 - 700 mm
T/T Espagnolette 700 - 1200 mm
T/T Espagnolette 900 - 1400 mm
T/T Espagnolette 1200 - 1700 mm
T/T Espagnolette 1700 - 2200 mm
Scissor Set 350 - 600 mm
Scissor Set 400 - 650 mm
Scissor Set 600 - 850 mm
Scissor Set (with RC) 600 - 850 mm
Scissor Set 850 - 1100 mm
Scissor Set 1100 - 1350 mm
Scissor Set 1350 - 1600 mm
Central Locking Mech. 0-800 mm
Central Locking Mech. 0-800 mm
Central Locking Mech. 800 - 1200 mm

1200 - 1700 mm
1700 - 2200 mm

Central Locking Mech.
Central Locking Mech.

Corner Slider
Corner Slider (narrow) min. 280 mm width

Tilt Locking Mechanism (vertical)

Fault Usage & Wing Adjustment

Hinge Sash Part (depending on axis)

Hinge Frame Part (130 kg)

Cover Caps (white, brown and Special Colours)

Corner Pivot Sash Part (100 kg)
Corner Pivot Sash Part (130 kg)

Corner Pivot Hinge (Frame Part) (100 kg)
Corner Pivot Hinge (Frame Part) (130 kg)

Vertical Tilt Striker Plate (depending on profile)

Roller Cam Striker (depending on profile)
Fault Usage & Wing Adjustment Striker (depending on profile)

Extension 150 mm (with roller cam)

Extension 150 mm (without roller cam)

Extension 150 - 400 mm (with roller cam / cuttable)
Extension 150 - 400 mm (without roller cam / cuttable)
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Frame & Sash Crosscut
A | Backset 7.5-15.5mm
B | Sash Overlap 18-20-22 mm
C | Gasket Presure Height 3-3.5mm
D | Axis (groove position) 9-13 mm
E | Rebate Clearance 12 mm
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= The gasket presure height must be have the tolerance between 3 - 3,5 mm like at the drawing. If the height is higher than 3,5 mm, the working of the
system will be more difficult.

= Different profile brands have different axis (groove position). At choosing a hinge it is important to not forget the axis size of the profile. In the contrary
case it is possible that will be seen problems at the systems working.

= The rebate clearance between sash and frame should be 12 mm. If it less than 12 mm it is possible to have problems at the systems working.
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Handle Positions

Tilt Opening Position
/
Night Ventilation Posi(on

/.

urn Openi

v

T
Closed Position

Sash Mounting Tool
KN920-12/20 @3 KN920-12/20 @6
have 9 mm axis, please

R
change the position to 9 mm ‘ ll:,’"f,..
axis (see picture) with using U ==
a 4 size allen key <
Otherwise there is a tolerance

+/- 2 mm, if needed another
axis size.

= The sash mounting tool will
be send at 13 mm position.
If the profile, which is used,

For the mounting of the
corner pivot sash part, will be
needed two different mounting
tools. For "HM 126-3"
KN920-12/20 @3 mm and

for "HM 126-6" KN920-12/20
@6 mm.
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= At VORNE tilt & turn system they is a compatible part
(HKE 119) to avoid a mishandling. If the handles
movement is impeded, please do not force to open
the window.

= For using the night ventilation opening, therefore needs
following parts: window handle with 8 steps, night
ventilation striker (GHK 3xxx) and corner slider KH 122.

Frame Mounting Tool
KS910-12/20 @3 KS910-12/20 @6
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A-A Crosscut

— ]
] D The handle screw holes have
3 to passed the groove.
=y | e
7.5 mm or 15.5 mm espagnolette
To fix the width of the scissor
Sash Profile
B 18mm | 20mm | 22 mm
D 24mm | 26 mm | 28 mm
010,
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To fix the length of the espagnolette

Gasket Presure Height 3-3.5 mm

10.5

for HM 126-3

for HM 126-6

@3 drill-hole size

@6 drill-hole size x min 22 mm

DD 05/Rev.0

milling size

min 65 mm
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Frame Profile
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B 18 mm 20 mm 22 mm

E 175 mm | 19,5 mm | 21,5 mm

@@@@@@0@@@0@@

for SM 118-6 and SM 118-6/10

for SM 118-3

@6 drill-hole size x min 22 mm

@3 drill-hole size
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Sash Profile
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Make the right or left adjusting
and fixing.
If into the sash height is
o Mo inserted a central locking
o | g mechanism, then it must be
& set first with the MK 104 together.
¢
Y

O
O
O
The on the right or left
position would be fixed
and it is mounted as
in the drawing in open
position onto the
espagnolette.
If into the sash width is 6
inserted a central locking mechanism,
then it must be set first with the AK 103 together.
9 __ At mounting the hardware to the groove, please follows the succession at the drawing!
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Axis For The Mounting Of The Roller Cam Strikers !
SP101-1 | SP101-2 | SP101-3 | SP101-4 | SP101-5 i
121mm | 121mm | 260mm | 360mm
i G 240mm | 340 mm -
i
Axis For The Mounting Of The Fault Usage Strikers =
| sPt0t-1 | sp1ot-2 | sP101-3 | sPi01-4 | sP101-5
- N | | 118 mm | 118 mm | 118 mm | 118 mm \
x Axis For The Mounting Of The Scissor Set Strikers
_ | MK104-0 | MK104-1 | MK104-2 | MK104-3 | MK104-4 | MK104-5
H| - — | 3%2mm | 590mm | 698mm | 840mm
@ i !
Axis For The Mounting Of The Central Locking Mechanism Strikers -
L 0K105-0 | OK105-00 | OK105-1 | OK105-2 | 0K105-3 i
L K| 130mm | 282mm | 130mm | 130mm | 130mm
! L 483 mm 733 mm 633 mm
M 1283 mm
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[T— M * Oil annually at least once in the places shown.
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WINDOW & DOOR SYSTEMS

Atatiirk San. Bél. Omerli Mah.

Hakki ileri Cad. No: 31

34555 Hadimkay - istanbul / Turkey
Phone: +90 212 771 15 32 pbx

Fax :+90212 7711540

e-mail : info@vorne.com.tr
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